
AUSSENMASSE 
B = 1120 T = 591

INNENMASSE 
B = 710 T = 360, mit je 1 Steinplatte 
mit B = 355 mm.

ÖFFNUNGSHÖHE TÜR  
140 mm

GEWICHT
P201:98 kg.
P202:155 kg.

KAPAZITÄT 
2 Pizzen áØ 35 cm pro Etage. Der P200 ist ein sehr variabler  
Pizzaofen, der bis auf zwei Etagen erweitert werden kann.

LEISTUNG*
P201  P202 
3,55 kW  7,1 kW 

ABLUFTANSCHLUSS 
Nur ein Anschluss mit Ø 125 mm. Ein direkter Anschluss wird 
empfohlen, da eine eingebaute Lüftungsklappe für ein angeneh-
mes Arbeitsklima sorgt. Der Luftstrom beträgt etwa 100 bis 125 
cm³ pro Stunde und Etage.

ANSCHLUSSKABEL
3 m Kabel inklusive.
Handschuh, "Plug & Play", bei den Modellen 3N/400V und 
3N/415 V enthalten.

ZUBEHÖR
SD-Touchpanel.
Separate Anschlüsse für jede Etage.
Alarmsignal für SD-Touchpanel.
Premium-Modell.

(Der Ofen in der Abbildung kann Zubehör enthalten.)

P201 P202

ABLUFTKANAL 
100–125 m3/h, Anschluss Ø 125 mm.

EMPFOHLENE SICHERUNG    
Spannung 3 N/400 V = 10 A
Spannung 3 N/415 V = 10 A
Spannung 3 N/230 V = 16 A

ABLUFTKANAL 
200–250 m3/h, Anschluss Ø 125 mm.

EMPFOHLENE SICHERUNG 
Spannung 3 N/400 V = 16 A
Spannung 3 N/415 V = 16 A
Spannung 3 N/230 V = 25 A

P200

710
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Where nothing else stated, tolerances acc. to ISO 2768-mK applies. ScaleMass
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DateProd.code

Drawing No. Rev.No.

E

Sheet No.
AP

2016-04-02

1000859-91

P-201

P-201 Premium   Dim. Drawing

1:4

1

1  (of 1 )

107,06 kg

H-02

Door Opening Height
140mm
 
Ventilation
100-125 m3 / hour, Ø125 Connection
________________________________________
 
Power Total
3,55 kW (3N / 400V & 3 / 230V)
3,8 kW (3N / 415V) 
 
Cable
3m Cable included for all ovens
Connector included for 3N / 400V & 3N / 415V
 
Recommended Fuse
 Voltage
3N / 400V 3N / 415V 3 / 230V

10A 10A 16A

Ventilation Connection� 125

49
0

10
5

95
30

0
95

Power Connection
115

478

95
57

0 59
1

1120

Rev.No. Change description ECO No. Rev. date Author

1 P-200 becomes new member of the P-Series 4576 2016-08-24 TA
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Where nothing else stated, tolerances acc. to ISO 2768-mK applies. ScaleMass
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Drawing No. Rev.No.
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Sheet No.
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2016-04-09

1000859-92

P-202

P-202 Premium   Dim. Drawing

1:4

1

1  (of 1 )

167,88 kg

H-02

Door Opening Height
140mm
 
Ventilation
200-250 m3 / hour, Ø125 mm Connection
________________________________________
 
Power Total
7,1 kW (3N / 400V & 3 / 230V)
7,6 kW (3N / 415V)
 
Cable
3m Cable included for all ovens
Connector included for 3N / 400V & 3N / 415V
 
Recommended Fuse
 Voltage
3N / 400V 3N / 415V 3 / 230V

16A 16A 25A

Ventilation Connection� 125

79
0

10
5

95
60

0
95

Power Connection
115

478

95
57

0 59
1

1120
(82) 82-120

24
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710 Inside

Rev.No. Change description ECO No. Rev. date Author

1 P-200 becomes new member of the P-Series 4576 2016-08-25 TA
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Where nothing else stated, tolerances acc. to ISO 2768-mK applies. ScaleMass
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Drawing No. Rev.No.

E

Sheet No.
AP

2014-11-11

114868-91

P401

P401 Premium   Dim. Drawing

1:7

3

1  (of 1 )

N/A

H-02

Door Opening Height
140mm
 
Ventilation
100-125 m3 / hour, Ø125 mm Connection
________________________________________
 
Power Total
6,7kW 
 
Cable
Included 3m with 3N / 400V
 
Recommended Fuse
 

Rev.No. Change description ECO No. Rev. date Author

1 P400 and P800 introduced 4250 2014-11-11 AP
2 Black hood introduced. Dimension "710 Inside" was wrongly 1065.  2015-04-13 TA
3 Logotype moved to the left  2015-09-17 TA

Voltage
3N / 400V 3N / 415V 3 / 230V

16A 16A 25A

Ventilation Connection� 125

935 Shelf

11
30

1120

49
0
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5

Power Connection

20
5
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0
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Where nothing else stated, tolerances acc. to ISO 2768-mK applies. ScaleMass
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Drawing No. Rev.No.
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2014-11-11

114868-92

P402

P402 Premium   Dim. Drawing

1:7

3

1  (of 1 )

N/A

H-02

Door Opening Height
140mm
 
Ventilation
200-250 m3 / hour, Ø125 mm Connection
________________________________________
 
Power Total
13,4kW 
 
Cable
Included 3m with 3N / 400V
 
Recommended Fuse

Rev.No. Change description ECO No. Rev. date Author

1 P400 and P800 introduced 4250 2014-11-11 TA
2 Black hood introduced. Dimension "710 Inside" was wrongly 1065.  2015-04-13 TA
3 Logotype moved to the left  2015-09-17 TA

Voltage
3N / 400V 3N / 415V 3 / 230V

25A 25A 40A

� 125 Ventilation Connection
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0
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0

10
5
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Where nothing else stated, tolerances acc. to ISO 2768-mK applies. ScaleMass
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Drawing No. Rev.No.
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114868-93

P403

P403 Premium   Dim. Drawing

1:7

3

1  (of 1 )

N/A

H-02

Door Opening Height
140mm
 
Ventilation
300-375 m3 / hour, Ø125 mm Connection
________________________________________
 
Power Total
20,1kW 
 
Cable
Included 3m with 3N / 400V
 
Recommended Fuse

Rev.No. Change description ECO No. Rev. date Author

1 P400 and P800 introduced 4250 2014-11-11 AP
2 Black hood introduced. Dimension "710 Inside" was wrongly 1065.  2015-04-13 TA
3 Logotype moved to the left  2015-09-17 TA

Voltage
3N / 400V 3N / 415V 3 / 230V

32A 32A 63A

� 125 Ventilation Connection

935 Shelf

73
0

10
90

10
5

1120

Power Connection

20
5

95

48
0

30
0

95

88
8 S

ton
e
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88
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e
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e

Alternative Power Connection

115
477,5

95
91

5

710 Inside

72
0 I

ns
ide

AUSSENMASSE 
B = 1120 T = 915 mm

INNENMASSE 
B = 710 T = 720 mm, mit je 2 Steinplatten mit B = 355 mm.

ÖFFNUNGSHÖHE TÜR 
140 mm

KAPAZITÄT 
4 Pizzen áØ 35 cm pro Etage. Der P400 ist ein sehr variabler 
Pizzaofen, der bis auf drei Etagen erweitert werden kann.

LEISTUNG*
P401  P402 P403
6,7 kW  13,4 kW  20,1 kW

ABLUFTANSCHLUSS 
Nur ein Anschluss mit Ø 125 mm. Ein direkter Anschluss 
wird empfohlen, da eine eingebaute Lüftungsklappe für ein 
angenehmes Arbeitsklima sorgt. Der Luftstrom beträgt etwa 
100 bis 125 cm³ pro Stunde und Etage.

ANSCHLUSSKABEL
3 m Kabel inklusive.
Handschuh, "Plug & Play", bei den Modellen 3N/400V und 
3N/415 V enthalten.

ZUBEHÖR
SD-Touchpanel.
Separate Anschlüsse für jede Etage.
Alarmsignal für SD-Touchpanel.
Premium-Modell.

(Der Ofen in der Abbildung kann Zubehör enthalten.)

P401 P402 P403

ABLUFTKANAL 
100–125 m3/h, Anschluss Ø 125 mm

EMPFOHLENE SICHERUNG   
Spannung 3 N/400 V = 16 A
Spannung 3 N/415 V = 16 A
Spannung 3 /230 V = 25 A

ABLUFTKANAL
200–250 m3/h, Anschluss Ø 125 mm

EMPFOHLENE SICHERUNG
Spannung 3 N/400 V = 25 A
Spannung 3 N/415 V = 25 A
Spannung 3 /230 V = 40 A

ABLUFTKANAL
300–375 m3/h, Anschluss Ø 125 mm

EMPFOHLENE SICHERUNG
Spannung 3 N/400 V = 32 A
Spannung 3 N/415 V = 32 A
Spannung 3 /230 V = 63 A

P400

710

7
2
0

*400V

Abluftanschluss
Abluftanschluss

Abluftanschluss

Ablagetisch 935

Ablagetisch 935

Ablagetisch 935
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Where nothing else stated, tolerances acc. to ISO 2768-mK applies. ScaleMass
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DateProd.code

Drawing No. Rev.No.

E

Sheet No.
TA

2014-08-28

114805-91

P601

P601 Premium   Dim. Drawing

1:7

3

1  (of 1 )

N/A

H-02

Door Opening Height
140mm
 
Ventilation
100-125 m3 / hour, Ø125 mm Connection
________________________________________
 
Power Total
9,5kW 
 
Cable
Included 3m with 3N / 400V
 
Recommended Fuse
 

Rev.No. Change description ECO No. Rev. date Author

1 SD-Touch introduced as option 4203 2014-08-28 TA
2 Black hood introduced.  2015-04-10 TA
3 Logotype moved to the left  2015-09-16 TA

Voltage
3N / 400V 3N / 415V 3 / 230V

16A 25A 32A

Ventilation Connection� 125

11
30

1290 Shelf

49
0

10
5

Power Connection

20
5

88
0

95
30

0
95

12
88
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ton

e

Alternative Power Connection
115 655

1475
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5

1065 Inside
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ide
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Where nothing else stated, tolerances acc. to ISO 2768-mK applies. ScaleMass
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Drawing No. Rev.No.
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Sheet No.
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2014-08-28

114805-92

P602

P602 Premium   Dim. Drawing

1:7

3

1  (of 1 )

387,65 kg

H-02

Door Opening Height
140mm
 
Ventilation
200-250 m3 / hour, Ø125 mm Connection
________________________________________
 
Power Total
19kW 
 
Cable
Included 3m with 3N / 400V
 
Recommended Fuse

Rev.No. Change description ECO No. Rev. date Author

1 SD-Touch introduced as option 4203 2014-08-28 TA
2 Black hood introduced.  2015-04-10 TA
3 Logotype moved to the left  2015-09-17 TA

Ventilation Connection� 125

1290 Shelf

93
0

79
0

10
5

Power Connection

20
5

68
0

95
30

0
95

10
88

 S
ton

e

13
88

 S
ton

e

Voltage
3N / 400V 3N / 415V 3 / 230V

32A 32A 50A

Alternative Power Connection
115

655

1475

95
91

5

1065 Inside

72
0 I

ns
ide

Where nothing else stated, tolerances acc. to ISO 2768-mK applies. ScaleMass
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Drawing No. Rev.No.
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Sheet No.
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P603

P603 Premium   Dim. Drawing

1:7

3

1  (of 1 )

N/A

H-02
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Door Opening Height
140mm
 
Ventilation
300-375 m3 / hour, Ø125 mm Connection
________________________________________
 
Power Total
28,5kW 
 
Cable
Included 3m with 3N / 400V
 
Recommended Fuse

Rev.No. Change description ECO No. Rev. date Author

1 SD-Touch introduced as option 4203 2014-08-28 TA
2 Black hood introduced.  2015-04-10 TA
3 Logotype moved to the left  2015-09-17 TA

Voltage
3N / 400V 3N / 415V 3 / 230V

50A 50A 80A

Ventilation Connection� 125

1290 Shelf

73
0

1475

10
90

10
5

Power Connection

95
30

0
95

20
5

48
0
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8 S

ton
e
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e
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Alternative Power Connection
115

655

95
91

5

1065 Inside

72
0 I
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ide

(Der Ofen in der Abbildung kann Zubehör enthalten.)

AUSSENMASSE 
B = 1475 T = 915 mm

INNENMASSE 
B = 1065 T = 720 mm, mit je 3 Steinplatten mit B = 355 mm.

ÖFFNUNGSHÖHE TÜR 
140 mm

KAPAZITÄT 
6 Pizzen áØ 35 cm pro Etage. Der P600 ist ein sehr variabler 
Pizzaofen, der bis auf drei Etagen erweitert werden kann.

LEISTUNG*
P601  P602 P603
9,5 kW  19 kW  28,5 kW

ABLUFTANSCHLUSS 
Nur ein Anschluss mit Ø 125 mm. Ein direkter Anschluss 
wird empfohlen, da eine eingebaute Lüftungsklappe für ein 
angenehmes Arbeitsklima sorgt. Der Luftstrom beträgt etwa 
100 bis 125 cm³ pro Stunde und Etage.

ANSCHLUSSKABEL
3 m Kabel inklusive.
Handschuh, "Plug & Play", bei den  
Modellen 3N/400V und 3N/415 V enthalten.

ZUBEHÖR
SD-Touchpanel.
Separate Anschlüsse für jede Etage.
Alarmsignal für SD-Touchpanel.
Premium-Modell.

P601 P602 P603

ABLUFTKANAL 
100–125 m3/h, Anschluss Ø 125 mm

EMPFOHLENE SICHERUNG   
Spannung 3 N/400 V = 16 A
Spannung 3 N/415 V = 25 A
Spannung 3 /230 V = 32 A

ABLUFTKANAL
200–250 m3/h, Anschluss Ø 125 mm

EMPFOHLENE SICHERUNG
Spannung 3 N/400 V = 32 A
Spannung 3 N/415 V = 32 A
Spannung 3 /230 V = 50 A

ABLUFTKANAL
300–375 m3/h, Anschluss Ø 125 mm

EMPFOHLENE SICHERUNG
Spannung 3 N/400 V = 50 A
Spannung 3 N/415 V = 50 A
Spannung 3 /230 V = 80 A

P600

1065

7
2
0

*400V

Abluftanschluss

Abluftanschluss

Abluftanschluss

Ablagetisch 1290

Ablagetisch 1290

Ablagetisch 1290



AUSSENMASSE 
P800: B = 1830 T = 915 mm / P800D: B= 1830 T= 1 060

INNENMASSE 
P800: B = 1420 T = 720 mm, mit je 4 Steinplatten mit  
B = 355 mm.
P800D: B= 1420 T = 865mm, mit je 4 Steinplatten mit  
B = 355 mm.

ÖFFNUNGSHÖHE TÜR 
140 mm

KAPAZITÄT 
P800/P800D: 8 Pizzen áØ 35 cm pro Etage. Der P-800 ist 
ein sehr variabler Pizzaofen, der bis auf drei Etagen erweitert 
werden kann.

LEISTUNG*
P801  P802 P803
12,4 kW  24,8 kW  37,2 kW

P801D  P802D P803D 
14,35 kW  28,7 kW  43,05 kW

ABLUFTANSCHLUSS 
Nur ein Anschluss mit Ø 125 mm. Ein direkter Anschluss 
wird empfohlen, da eine eingebaute Lüftungsklappe für ein 
angenehmes Arbeitsklima sorgt. Der Luftstrom beträgt etwa 
100 bis 125 cm³ pro Stunde und Etage.

ANSCHLUSSKABEL
3 m Kabel inklusive.
Handschuh, "Plug & Play", bei den  
Modellen 3N/400V und 3N/415 V enthalten.

ZUBEHÖR
SD-Touchpanel.
Separate Anschlüsse für jede Etage.
Alarmsignal für SD-Touchpanel.
Premium-Modell.

ABLUFTKANAL 
100–125 m3/h, Anschluss Ø 125 mm

EMPFOHLENE SICHERUNG   
801/801D: Spannung 3 N/400 V = 25 A
801/801D: Spannung 3 N/415 V = 25 A
801: Spannung 3/230 V = 40 A
801D: Spannung 3/230V = 50A

ABLUFTKANAL
200–250 m3/h, Anschluss Ø 125 mm

EMPFOHLENE SICHERUNG
802: Spannung 3 N/400 V = 40 A
802D: Spannung 3 N/400 V = 50 A
802: Spannung 3 N/415 V = 40 A
802D: Spannung 3 /415 V = 50 A
802/802D: Spannung 3 /230 V = 80 A

P801 / P801D P802 / P802D

ABLUFTKANAL
300–375 m3/h, Anschluss Ø 125 mm

EMPFOHLENE SICHERUNG
803: Spannung 3 N/400 V = 63 A
803D: Spannung 3 N/400 V = 80 A
803: Spannung 3 N/415 V = 63 A
803D: Spannung 3 N/415 V = 80 A
803: Spannung 3 /230 V = 100 A
803D: Spannung 3 /230 V = 125 A

P800/P800D

1425

7
2
0

(Der Ofen in der Abbildung kann Zubehör enthalten.)
*400V
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P-802D

P-802D Premium   Dim. Drawing

1:7

1

1  (of 1 )

494,88 kg

H-02

Door Opening Height
140mm
 
Ventilation
200-250 m3 / hour, Ø125 mm Connection
________________________________________
 
Power Total
28,7kW (3N / 400V & 3 / 230V)
31,24kW (3N / 415V)
 
Cable
Included 3m with 3N / 400V
 
Recommended Fuse

Voltage
3N / 400V 3N / 415V 3 / 230V

50A 50A 80A

� 125 Ventilation Connection

1645 Shelf

93
0

1830

79
0

10
5

Power Connection

95

88
5

30
0

95

10
88
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ton

e
13
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e

Alternative Power Connection
115

832,5

95
10

60

1420 Inside

Rev.No. Change description ECO No. Rev. date Author

1 P-800D becomes new member of the P-Series 4528 2015-10-12 TA
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P803

P803 Premium   Dim. Drawing

1:7

3

1  (of 1 )

N/A

H-02

Door Opening Height
140mm
 
Ventilation
300-375 m3 / hour, Ø125 mm Connection
________________________________________
 
Power Total
37,2kW 
 
Cable
Included 3m with 3N / 400V
 
Recommended Fuse

Rev.No. Change description ECO No. Rev. date Author

1 P400 and P800 introduced 4250 2014-11-12 AP
2 Black hood introduced. Dimension "1420 Inside" was wrongly 1065.  2015-04-14 TA
3 Logotype moved to the left  2015-09-17 TA

Voltage
3N / 400V 3N / 415V 3 / 230V

63A 63A 100A

� 125 Ventilation Connection
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0
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P801

P801 Premium   Dim. Drawing

1:7

3

1  (of 1 )

N/A

H-02

Door Opening Height
140mm
 
Ventilation
100-125 m3 / hour, Ø125 mm Connection
________________________________________
 
Power Total
12,4kW 
 
Cable
Included 3m with 3N / 400V
 
Recommended Fuse
 

Rev.No. Change description ECO No. Rev. date Author

1 P400 and P800 introduced 4250 2014-11-12 AP
2 Black hood introduced. Dimension "1420 Inside" was wrongly 1065.  2015-04-14 TA
3 Logotype moved to the left  2015-09-17 TA

Voltage
3N / 400V 3N / 415V 3 / 230V

25A 25A 40A

� 125 Ventilation Connection
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Ablagetisch 1645
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